Table 1 - New DSS L4 requirements as part of emergency CCRs
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L41d req key |rd |req type|req status |[ver method | ver status | clarification | text

SDSS | _new A [ function | approved demo un-verified The DRPHW CI shall provide backup

80300 a media capable of being mounted
automatically with the provision for
manual failover.

SDSS- | _new A | function | approved test un-verified The SDSRV CI shall have the capability

04032 a to support the transaction rates as
specified in Table 7-4 of the Functional
and Performance Requirements
Specification for the ECS.

SDSS- | _new A | function | approved test un-verified The ACMHW CI shall have the

60310 a capability to support the transaction rates
as specified in Table 7-4 of the
Functiona and Performance
Requirements Specification for the ECS.

SDSS- | _new A [function | approved test un-verified The STMGT CI shal have the capability

20315 a to support the transaction rates as
specified in Table 7-4 of the Functiona
and Performance Requirements
Specification for the ECS.

SDSS | _new A [ function | approved test un-verified The DRPHW CI shall have the capability

80310 a to support the transaction rates as

specified in Table 7-4 of the Functional
and Performance Requirements
Specification for the ECS.




Table 2 - L4 to RbR Link Additions

RbR Requirement

L evel 4 Requirement

DADS30554#A SDSS-80300
DADS3135#A SDS5-04032
DADS3135#A SDSS-60310
DADS3135#A SDSS-20315
DADS3135#A SDSS-80310
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